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Proponent Name: Chad Lorentz with Runberg Architects for
Merrill Gardens at Queen Anne LLC.

Addressof Proposal: 805 4™ Ave. North

SUMMARY OF PROPOSED ACTION

Master Use Permit to establish use for future construction of a 3-story, 155-unit asssted living facility
conggiing of six buildings connected to acommund building with below-grade parking for 69 vehicles.
Project includes future demalition of existing building under separate permit.

The following approvas are required:

Design Review pursuant to Seattle Municipal Code (SMC) 23.41
Design Departures for lot coverage, structure width and depth, and setbacks.

SEPA - Environmental Deter mination pursuant to SMC 25.05

SEPA DETERMINATION: [ ] Exempt [X]DNS [ ]MDNS [ JEIS

[ ] DNSwith conditions
[ ] DNSinvolving non-exempt grading or demolition or
involving another agency with jurisdiction
BACKGROUND & VICINITY INFORMATION:
The 66,560 s0. ft. project Site coversafull city block and is boarded by

Aloha Street on the north, 4" Avenue North on the east, Valey Street s

on the south and Nob Hill Avenue North on the west.  Street frontage [

measures 256’ east to west and 260" north to south, improved with full ALOHS BT
curbs and gutters. The topography of the ste dopes downward ;( ;'_ S =
approx. 16" from the northern property line to the southern property N ; %
line. In order to accommodate the existing building" and an adjacent b T =
surface parking lot, the sit€'s natura topography was dtered by grading 2 VALIEY T
down the northern portion of the ste and & bounded by existing j% EE
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! Once used by Seattle’ s School District as administrative offices.
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retaining walls & Nob Hill Avenue N. and Aloha Stregts.  Zoning for the dte is Multifamily Residentid
Lowrise 3 (L3).

Neighboring development and uses on the adjacent sites are; to the north are three, three-story
multifamily sructures and a five-story multifamily structure, to the east a one-story adminidrative office
to be demolished for the future congruction of a three-sory multifamily dructure (see MUP file
2306825), to the south a one-gory office building and a two-story multifamily structure, and to the west
are two two-gory multifamily sructures and a one-gory sngle family sructure.  Generdly, the
development in the neighborhood consists of single family structures, 1950s styled gpartment buildings
and new development of two to three story townhomes with dtreet level garages. Due to the south
doping topography of Queen Anne Hill, there are views to the Space Needle and downtown. The ste
isin close proximity to the Sesitle Center and the Queen Anne commercid area. A public trandt stop
for Metro Transit 3 and 4 are 0.1 miles (I block) to the east of the Site a the intersection of 5" Avenue
N and Valey Street.

The Proposal

The proposd is for a three-story 145,065 gross |~ ' AN
floor area (gfa) assgted living project with 155 ro A g

resdentiad units, condtructed above and adjacent |
to a patidly bdow grade paking leve that
includes reddentid agpartments facing Vdley
Stret, an activity center, a wellness center, a
commercid kitchen and an in-house laundry
facility. The underground parking garage has 69
parking sdls (including 4 barrier-free gdls) and
is accessed from Valey Street. The structure will
be wood frame condruction with a concrete
basement. The building is arranged in a U-shape
aound an 80-foot wide, west-facing centrd | ./
courtyard with pedestrian access to Nob Hill sauEy smezr

Avenue North. The main resdentia portion of — —

the building is entered via a porte-cochere from

4™ Avenue North adjacent to two large (110') elm trees that will remain and be incorporated into the
landscaped on the eastern portion of the ste. An exigting masonry building will be demolished in order
to develop the proposal.

Public Comment, Design Review:

HINON JNRERY TIH BON

Three Desgn Review meetings were held on this proposa and included opportunities for public to
comment; Early Design Guidance meetings were held on September 17, 2003 and on December 17,
2003 and the Recommendations mesting on April 21, 2004. The public’'s comments focused on the
location of the common open space, landscaping, kulk and scade of the buildings, exterior materids,
vehicle access/location and the number of parking spaces to be provided. Refer to the Master Use
Permit (MUP) file for detals on these meetings.

ANALYSIS- DESIGN REVIEW
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At the meetings noted above, the Design Review Board members provided siting and design guidance
to be consgdered in the development of the ste. In response to the Board's guidance and
recommendations, the proponent applied for aMaster Use Permit (MUP) on January 14, 2004.

DESIGN GUIDELINE PRIORITIES:

After vigting the site, consdering the analyss of the site and context provided by the proponents, and
hearing public comment, the Design Review Board members provided the Sting and design guidance
described below and identified by letter and number those siting and design guiddinesfound in the City
of Sedttle's “Design Review: Guidelines for Multifamily & Commercial Buildings,” November
1998, of highest priority to this project.

A. SitePlanning

A-1Responding to Site Char ecteristics:
Solar Orientation

The siting of buildings should respond
to specific site conditions and
opportunities such as non-rectangular
lots, location on prominent intersections,
unusual topography, significant
vegetation and views or other natural
features.

Response by the proponent:

Solar Orientation — The building is sited along an east-west axisto
allow the greatest sun exposure to the courtyard and allow for light to
penetrate into the common gathering spaces “warming the spaces”.
Natural Features — The building is sited to preserve two existing elm
trees at the eastern portion of the site.

Topography — The main accessis at existing grade and the courtyard
level is open ended along Nob Hill Avenue N.

Significant Views — South facing units on upper storieswill have
views to the Space Needle and downtown Seattle.

A-2 Streetscape Compatibility

The siting of buildings should
acknowledge and reinforce the existing
desirable spatial characteristics of the
right-of-way.

Response by the proponent:

The project seeksto reinforce the residential urban village plan by
concentrating the mass of the building at the street and stepping back
the mass of the upper floor. A 10’-0" average setback allows a public/
private buffer while still maintaining a strong residential connection to
the street. The building siting preserves existing street tree patterns
and allows new plantings to continue the tree pattern around the
entire site.

A-3 Entrances Visible from Street

Entries should be clearly identifiable and
visible from the street.

A-4 Human Activity

New development should be sited and
designed to encourage human activity on
the street.

Response by the proponent:

The main entrance is designated by alarge port cochere off 4"
Avenue N. The service entrance islocated at the southwest corner
coinciding with the loading berth of the existing building. This
location minimizes vehicular traffic around the site and islocated at
the site’ slow point.

Residential apartments face the street and have patios at grade and
bal conies on the upper levels. Residential living space faces all four
streets creating a greater sence of security with “more eyes on the
Street”.

A large courtyard with highly transparent fencing opens up onto Nob
Hill Avenue N. to maximize the visual connection between residents
and the neighborhood.

A-5 Respect for Adjacent Sites

Buildings should respect adjacent
properties by being located on their sites
to minimize disruption of the privacy and
outdoor activities of residentsin adjacent
buildings.

Response by the proponent:

Project massing is pushed toward the street avoiding a centralized
building with surface parking. Residential living units adjacent to the
right-of-ways have private open space areas, while common spaceis
centralized and in an axial relationship torelated development to the
east. The courtyard opens up to the lone single family residence on
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the four adjacent blocks.

The building massis broken up to reflect residential scale of adjacent
townhomes.

The north buildings are 9" lower than the sidewalk grade minimizing
view obstructionsfor the resiencesto the north. Existing and new
street trees will further screen the north buildings from the north
residences.

A-6 Transition between Residence and
Street

For residential projects, the space
between the building and the sidewalk
should provide security and privacy for
residents and encourage social
interaction among residents and
neighbors.

The Board’s comments:

The project should include creative use
of landscaping and/or window
placement and treatment to provide
privacy. Entrances should provide
security and/or weather protection. The
residential street frontages should
provide features, which allow privacy
while encouraging visual interaction
with the street.

Response by the proponent:

The covered main entrance provides an identity marker and
transitional space between public and private space, aswell as
weather protection to residents.

Private residences have a buffer from the street through the use of
landscaping and fencing, yet have private patios or balconies with
visual connection to the street.

L andscaping provides transition between public spaces and private
patios.

A-7 Residential Open Space
Residential projects should be sited to
maximize opportunities for creating
usable, attractive, well-integrated open
space.

The Board' s comments:

The board wants the architect to present
their design and rational for the
common open space.

Response by the proponent:

The building is sited around alarge open ended courtyard on an east-
west axis. The courtyard has a strong connection with the facility
common space opening directly off the dining room, and has an
outdoor dining area. The siting of the courtyard creates an axial
relationship between this site and the site to the east. The port
cochere allows for alandscaped entry and highlights one of the two
existing elm trees on the site creating an open green space along 4"
avenue N. Patios and bal conies are concentrated on the south facing
units overlooking the courtyard and street.

A-8 Parking and Vehicle Access

Siting should minimize the impact of
automobile parking and driveways on the
pedestrian environment, adjacent
properties and pedestrian safety.

C-5 Structured Parking Entrances
The presence and appearance of garage
entrances should be minimized so that
they do not dominate the street frontage
of abuilding.

Response by the proponent:

The parking garage isinternalized, below grade, and not visible. The
parking garage entrance is located on the southern boundary of the
site, in the location of the existing loading dock for the school
administration building. Thislocationisat the low point of the site
and creates the shortest vehicular access path from the major arterials
(Mercer Street and Roy Street). Four curb cuts are requested — 2 for
the port cochere, 1 for the service vehicle loading and one oversize
for the vehicular entry to the parking garage. The two curb cuts for
the service loading and vehicular are separated by a planting strip.
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A-10 Corner Lots

Buildings on corner lots should be
oriented to the corner and public street
fronts. Parking and automobile access
should be located away from corners.

Response by the proponent:

Project massing occupies the four corners of the site. Brick veneer is
threelevels at corner bays.

Gabled dormers break the roof line at corners.

B. Height, Bulk and Scale

B-1 Height, Bulk and Scale
Compatibility

Projects should be compatible with the
scale of development anticipated by the
applicable Land Use Policiesfor the
surrounding area and should be sited
and designed to provide a sensitive
transition to near-by, less-intensive
zones. Projects on zone edges should be
developed in amanner that creates a
step in perceived height, bulk and scale
between the anticipated devel opment
potential of the adjacent zones.

The Board' s comments:

Articulate the building facades
vertically or horizontally in intervals
that conformto existing structures or
platting patterns...use architectural
style, details, color, or materials derived
from adjacent sites.

Response by the proponent:

The project does not exceed the maximum height of the SLUC (30" +
5" pitched roof bonus).

The project follows the existing topography and steps back at the
south elevation.

The project bulk is pushed toward the street to provide a central
courtyard while maintaining a streetscape that is compatible of the
surrounding neighborhood.

Transparent walkways connect the structures, providing avisual
break along the facade.

Scaleis reduced through modulation both vertically and horizontally
and matches the scale of surrounding townhomes.

Landscapeis used to “soften” blank walls.

C. Architectural Elementsand Materials

C-1 Architectural Context

New buildings proposed for existing
neighborhoods with awell-defined and
desirable character should be compatible
with or complement the architectural
character and siting pattern of
neighboring buildings.

The Board’' s comments:
Provide lots of variation, break it
down,...soften stoops.

Response by the proponent:

No definite architectural pattern is established by the surrounding
neighborhood context, however, the Queen Anne neighborhood has
along history of Victorian and Craftsman style homes.

The project is highly modulated to fit the existing pattern and scal e of
the neighborhood.

Color isused to differentiate center buildings from the corner
buildings.

Pitched roof forms give the building aresidential quality. Dormers
breakdown the overall size of the roof and add interest to the “fifth
elevation”.

Dormers and gables are placed at strategic locations giving upward
views of downtown and the space needle.

Elevations reflect varying adjacencies of the site, yet have a strong
continuity through form, materials and detailing.

C-2 Architectural Concept and
Consistency

Building design elements, details, and
massing should create awell-
proportioned and unified building form

Response by the proponent:

Material changes, trim and belly bands delineate a base, middle and
top to create awell proportioned building.

A consistent palette of materials with slight variationsis used
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and exhibit an overall architectural
concept.

Buildings should exhibit form and
features identifying the functions within
the building.

In general, the roofline or top of the
structure should be clearly distinguished
from itsfacade walls.

The Board' s comments:

Create opportunities for balconies and
bays, examine the “ 5th elevation” ...how
it looks from above.

through out the project.

Window fenestration patterns relate to functions within the building.
Storefront systems are used to delineate common gathering space.

Therooflineis clearly distinguishable from the exterior walls.

C-4 Exterior Finish Materials

Building exteriors should be constructed
of durable and maintainable materials
that are attractive even when viewed up
close. Materialsthat have texture,
pattern, or lend themselvesto a high
quality of detailing are encouraged.

The Board's comments:

The use of brick is preferred over
materials that would be more difficult to
integrate into the existing
neighborhood residential setting.

Response by the proponent:

Exterior materials are durable and maintainable, relate to the
surrounding context and include a significant amount of brick, as
requested by the board.

Variation in textures are achieved through the use of brick, 2 different
widths of vertical siding, and corrugated metal.

C-3 Human Scale

The design of new buildings should
incorporate architectural features,
elements and detailsto achieve a good
human scale.

Response by the proponent:

Trellises, wrought iron fencing, and street-level lighting are provided.

Brick expression includes soldier coursing, precast lintels, and insets
to give a sense of human scale.

Streetscape includes extensive landscaping, pavers, and wrought iron
fencing

D. Pedestrian Environment

D-1 Pedestrian Open Spacesand
Entrances

Convenient and attractive access to the
building’s entry should be provided. To
ensure comfort and security, paths and
entry areas should be sufficiently lighted
and entry areas should be protected from
the weather. Opportunities for creating
lively, pedestrian-oriented open space
should be considered.

D-2 Blank Walls

Buildings should avoid large blank walls
facing the street, especially near
sidewalks. Where blank walls are
unavoidable, they should receive design
treatment to increase pedestrian comfort
and interest.

Response by the proponent:

Entrances are recessed and covered for weather protection.
Entrances are well lit and visable for security.

Planters, trellises, art and water features and decorative fencing will
be used to “ soften” the wall and create a desirable outdoor space.

Response:
Blank walls at stairs have trellises and climbing planting.
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D-3 Retaining Walls

Retaining walls near public sidewalk that
extend higher than eye level should be
avoided where possible. Where high
retaining walls are unavoidable, they
should be designed to reduce their impact
on pedestrian comfort and to increase the
visual interest along the streetscape.

D-6 Screening of Dumpsters, Utilities
and Service Areas

Building sites should locate service
elements like trash dumpsters, loading
docks and mechanical equipment away
from the street front where possible.
When elements such as dumpsters, utility
meters, mechanical units and service areas
cannot be located away from the street
front, they should be situated and
screened fromview and should not be
located in the pedestrian right-of-way.

D-7 Personal Safety and Security.

Project design should consider
opportunities for enhancing personal
safety and security in the environment.

Response:

Existing retaining walls are extensive, and are integrated into the
design as sunken patios off residential units on the north side, so
that only 2 stories appear above the sidewalk.

Response:
Recycling and dumpsters are located inside the parking garage.

Response:

The 24 hours reception desk is strategically placed to have
maximum visibility of the overall facility. Attractive fencing is used
at the perimeter of the building to provide a buffer between private
units and the street. Thereisno “back” of the building that will go
unmonitored by staff or residents of the facility.
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E. Landscaping

E-1 Landscaping to Reinforce Design
Continuity with Adjacent Sites
Where possible, and where there is not

another overriding concern, landscaping
should reinforce the character of

Response by the proponent:

neighboring properties and abutting

streetscape.

E-2 Landscaping to Enhancethe

Building and/or Site

Existing on-site retaining wall to be retained.

Landscaping including living plant
material, special pavements, trellises,
screen walls, planters, site furniture and
similar features should be appropriately
incorporated into the design to enhance

the project.

E-3 Landscape Design to Address

Special Site Conditions

The landscape design should take
advantage of special on-site conditions
such as high-bank front yards, steep
slopes, view corridors, or existing
significant trees and off-site conditions
such as greenbelts, ravines, natural

areas, and boulevards.

Existing street trees shall be retained and protected.

Existing on-site trees shall be retained and protected.

Generous landscaping shall be provided along all street frontages.

Trellis', fencing, pedestrian gates, feature paving and pedestrian
lighting shall be provided along and within street frontages.

DEVELOPMENT STANDARD DEPARTURE MATRIX

Development Board's
Standar d Requirement Request/Proposal Justification Recommendation
Lot Coverage 23.45.010 Proposed Lot Coverage: = Design preserves 2 — 100 APPROVAL
The maximum lot coverage elmtrees
permitted for principal and = The design centersaround
accessory structures shall alandscaped courtyard
not exceed the following providing 156% of required
limits: open space and is highly
visible to the neighborhood
Lowrise 3 — 45 per cent or 54 percent or = The project contains all
29,951 Sg.Ft. Allowed 6,230 Sg.Ft. parking and service vehicles
below grade and out of
sight, and aides a
neighborhood plagued by
parking and traffic problems
= Thereis significant amount
of brick asrequested by the
DRB
= The existing buildings cover
50.2% of the site.
® The proposed projects
connecting bridges cover
4% of the GSF.
Structure Width and Depth | Proposed width: ® |ncreasing the width of the APPROVAL

Lowrise 3—Maximum

230 connecting
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modulation: ground related viable “open” layout for the
housing 75’ facilities common spaces.
Setbacks 23.45.014 The proponent is " The average setback of the APPROVAL
When thereis no principal requesting an 18" east and west elevationis
structure within 100’ of a encroachment for the two greater than 10’
sidelot line of the subject stair towers on the west
lot...the setback depth used | elevation and one stair
for averaging tower on the east
purposes...shall be 10’ elevation.

BOARD RECOMMENDATIONS

After consdering the proposed design and the project context, hearing public comment, and
reconsdering the previoudy stated design priorities, the four Design Review Board members agree that
the proponent addressed the design guidance provided in ther previous meetings. The Design Review
Board recommends appr oval of the design as shown in updated Master Use Permit Plans.

ANALYSIS& DECISION - DESIGN REVIEW

The Director of DPD has reviewed the recommendation of the four Design Review Board members
present at the Design Review meeting and finds that it is conagtent with the City of Seeitle Design
Review Guiddines for mixed-use buildings. The Master Use Permit (MUP) plans have been updated to
incorporate the Board's recommendations and the requested design departures. The Board
recommended that:

= The exigting street trees shal be retained and protected. The proponent is expected to preserve
the two (2) ElIms on the eastern portion of the Site,

= The main entrance port cochere on 4™ Avenue N. is limited to the loading/unloading of
resdents, guests or staff and emergency vehicles (medicd assstance, fire or police). Service
and saes vehides shdl be limited to the loading berth service entrance on Valey Strest,

= Thelandscaped courtyard and related trelis/fencing is designed and preserved as a highly visible
space to the neighborhood,

= Theproject contain al parking and service vehicles below grade and out of ste,

= The massing of the structure occupies the four corner of the Ste and brick veneer is a three
levels of the corner bays,

= Thescae of the structure is reduced through vertica and horizontal modulation thet matches the
scd e the surrounding townhomes,

= Landscaping isused to “soften” blank walls,

= The pitched roof forms and dormers that give the buildings “fifth eevation” aresidentid qudity
are retained,

=  The exterior materids are durable and maintainable, and relate to the surrounding context and
include significant amounts of brick, and

=  The varidion in texturesis achieved through the use of brick, 2 different widths of vertica sding
and corrugated metal.

The Director accepts the Design Review Board's recommendations and conditiondly approves the
proposed design as presented at the April 21, 2004 mesting.

Public Comment, Magter Use Permit (MUP) Review:
No comment letters were received during the comment period, which ended February 25, 2004.




Application No. 2301966
Page 10 of 15

ANALYSIS- SEPA

The initid disclosure of the potential impacts from this project was made in the environmenta checklist
submitted by the proponent’s agent (dated January 13, 2004) and annotated by the Land Use Planner.
The information in that checklis, supplementd information submitted by the proponent and the
experience of the lead agency with the review of smilar projects form the bass for this andyss and
decison.

The SEPA Overview Policy (SMC 23.05.665) clarifies the relationship between codes, palicies, and
environmentd review. Specific policies for each dement of the environment, certain neighborhood
plans, and other policies explicitly referenced may serve as the bass for exercising substantive SEPA
authority.

The Overview Policy dates, in part Where City regulations have been adopted to address an
environmental impact, it shall be presumed that such regulations are adequate to achieve
sufficient mitigation" subject to some limitations. Thus, only under certain limitations/circumstances,
(SMC 25.05.665 D) can mitigation of adverse environmenta impacts be consdered. Thus, a more
detailed discussion of some of the impactsis appropriate and is noted below.

Additionaly, gven the rdationship of this project and an adjacent project to the east by the proponent
(refer to MUP project 2306825) the discusson below will congder the cumulative impacts of
smultaneous developments and the need for mitigation. (SMC 25.05.670 Cumulative effects palicy).

Short -Term Impacts

The following temporary congtruction-related impacts are expected on this Ste and the Site to the east:
temporary s0ils erosion; increased noise from congtruction operations and equipment; increased traffic
and parking demand from construction personnd; tracking of mud onto adjacent Streets by construction
vehicles, conflict with norma pedestrian movement adjacent to the site; and consumption of renewable
and nonrenewable resources. Due to the temporary nature and limited scope of these impacts, they are
not consdered sgnificant.  Although not sgnificant, these impacts are adverse, and in some cases,
mitigation is warranted.

City codes and/or ordinances apply to this proposal and the eastern proposal and will provide adequate
mitigation for some of the identified impacts. Specificaly these are: 1) Grading and Drainage Control
Ordinance (storm water runoff, temporary soil eroson, and Ste excavation) and 2) Street Use
Ordinance (tracking of mud onto public streets, and obstruction of rights-of-way during condruction).

Air Quality lmpacts

Congruction on this Ste and the dte to the east will create dudt, leading to an increase in the levd of
suspended air particulates, which could be carried by wind out of the congtruction area. Compliance
with the Street Use Ordinance (SMC 15.22.060) will require the contractors to water the Site or use
other dust pdliative, as necessary, to reduce airborne dust. In addition, compliance with the Puget
Sound Clean Air Agency regulations will require activities which produce airborne materias or other
pollutant dements to be contained with temporary enclosure. Other potential sources of dust would be
soil blowing from uncovered dump trucks and soil carried out of the congtruction area by vehicle frames
and tires; this soil could be deposited on adjacent streets and become airborne.
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The Street Use Ordinance aso requires the use of tarpsto cover the excavation materid while in trangit,
and the clean up of adjacent roadways and sdewaks periodicaly. Congtruction traffic and equipment
are likely to produce carbon monoxide and other exhaust fumes. Regarding ashestos, Federa Law
requires the filing of aNotice of Congtruction with the Puget Sound Clean Air Agency (“PSCAA”) prior
to demalition. Thus, as a condition of approva prior to demoalition, the proponent will be required to
submit a copy of the required notice to PSCAA. If asbestos is present on the ste, PSCAA, the
Department of Labor and Industry, and EPA regulations will provide for the safe remova and disposa
of asbestos.

Noise-Related | mpacts

Resdentid and commercid uses in the vicinity of the proposa and the eastern proposal will experience
increased noise impacts during the different phases of congruction on this ste and the eastern Ste
(demoalition, excavation, and shoring). Compliance withthe Noise Ordinance (SMC 22.08) isrequired
and will limit the use of loud equipment registering 60 dBA or more & the receiving property line or 50
feet to the hours between 7:00 am. and 10:00 p.m. on weekdays, and between 9:00 am. and 10:00
p.m. on weekends and holidays.

Although compliance with the Noise Ordinance is required, due to the presence of some nearby
resdential uses and the scope of work proposed, additional measures to mitigate the anticipated noise
impacts is necessary. The SEPA Policies at SMC 25.05.675.B and 25.05.665 allow the Director to
require additiond mitigating measures to further address adverse noise impacts during construction.
Pursuant to these policies, it is Department’s conclusion that limiting hours of congtruction beyond the
requirements of the Noise Ordinance may be necessary on this Site and the eastern site. Therefore, asa
condition of gpproval, the proponent will be required normaly to limit the hours of congtruction activity
not conducted entirdly within an enclosed structure to non-holiday weekdays between 7:30 am. and
6:00 p.m. and on Saturdays between 9:00 am. and 6:00 p.m. (Work would not be permitted on the
following holidays. New Years Day, Martin Luther King J.’s Day, Presdents Day, Memorid Day,
Independence Day, Labor Day, Thanksgiving Day, the day following Thanksgiving Day, and Chrismas
Day.)

Sreets and Sdewalks

The proposed on-Ste excavation on this Ste and the eastern Steis controlled by an excavation permit.
The Street Use Ordinance indudes regulations which mitigate dust, mud, and circulation. Any
temporary closure of the sdewak and/or traffic lang(s) is controlled with a street use permit through the
Sesttle Department of Transportation (SDOT.) It is the City's policy to minimize or prevent adverse
traffic impacts which would undermine the stability, safety, and/or character of a neighborhood or
surrounding areas (25.05.675 R).

This area of the City is known to have highly congested dreets, especidly during pesk hour traffic
periods. Large condruction vehicle associated with demolition, excavation and materids ddivery may
adversdly impact peak hour traffic. There are no City codes or ordinance to address the impact of large
vehicles or highly congested streets. Asaresult, mitigation is warranted as described below.

Condiruction activities may result in sdewalk closures or other obstacles to pededtrians.  Similarly,
traffic lanes may be affected by congtruction staging, deliveries, etc. The impacts on pedestrians and
traffic circulation could be intensfied by the cumulative effects of the two projects. Adverseimpacts are
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not adequately mitigated by existing City codes. Thus, additiond mitigation is warranted pursuant to the
Construction Impacts Policy (SMC 25.05.675B) and Cumulative Effects Policy (SMC 25.05.670). A
construction-phase transportation plan addressing street and sidewalk closures, as well as truck routes
and hours of truck traffic, will be required to mitigate identified impacts.

Construction Parking

In addition, to this area of the City being known has having highly congested dtreets; it is dso known as
an areawith a high demand for on street vehicle parking. During the public comment periods, the public
express a frugration with the day to day limited avalable of vehicle parking and their desire for on-gte
vehide parking for construction personndl.

In discussions with the project architect and proponent, on the construction/personnel schedule for this
project and the eastern project, it was determined that during the early stages of congtruction on the site
and the eagtern ste, local residences/businesses and visitors of the area will experience a reduced
availability of convenient on-street vehidle parking, due to an increased demand on the nearby streets
associated with the vehicles for 20 to 28 congtruction personne driving and working at the two Stes. It
is the City's policy to minimize temporary adverse impacts associated with congtruction activities. In
order to minimize this potential adverse impact the proponent has proposed and the City will condition
the projects asfollows:

1. During congruction, eight vehicle spaces shdl be leased and made available to congtruction
personnel a the Sevi building, located 1 block west of the projects, at 812 5™ Ave N.

2. During congtruction or until on dte parking for the two Stes is available, twenty vehicle spaces
shal be leased and made available to congtruction personnel at the Mercer Street Garage,
located 1 block south of the project, at 4™ Ave N and Roy.

3. Upon the completion of the concrete phase, the parking garages on-Ste will provide in excess
of 110 parking gtdls, which is greater than the maximum number of people that will be on-Site at
any giventime.

The authority to impose this condition is found in SMC 25.05.675B.2.g. of the Seattle SEPA
ordinance.

Long-Term Impacts

Potentid long-term or use impacts anticipated by this proposal and the eastern proposal indude
increased bulk on the dte; increased ambient noise associated with increased human activity and
vehicular movement; minor increese in light and glare from exterior lighting, light from windows and from
vehicdle traffic (headlights); increased traffic and parking demand due to employees and vistors,
increased airborne emissons resulting from additiond traffic; increased demand on public services and
utilities; and increased energy consumption. These long-term impacts are not consdered significant
because they are minor in scope, but some warrant further discussion.

Parking

The Land Use Code requires a total of forty-nine (49) parking spaces for this resdentid project. The
MUP plans indicate sixty-nine (69) residentia parking spaces are provided.

Little data exist on pesk parking demand for asssted living fadilities Pesk parking demand for
retirement communities are approximatey 027 space/dwdling unit. Based on this rate this project
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would generate a peak demand of forty-two (42) vehicles which would be accommodated by the sixty-
nine (69) parking spaces proposed. Based on this andlyss no adverse impacts would result from the
proposdl; therefore, additiona parking mitigation is not warranted.

Traffic and Transportation

The table shown below illudgtrates the estimated vehicle trips generated by the existing and proposed
uses a this dte and the Ste to the east.  Given the net decrease in vehicle trips for the two Stesinto the
outlying areas, no adverse impacts on traffic will occur, thus no SEPA mitigation of traffic impacts is
warranted.

Trip Generation Estimates
Use(9) AM Peak PM Peak Trips per weekday
Existing
Adminigrative Office with 90 90 700
60,000 sq.ft.)
Us(s) AM Peak PM Peak Trips per weekday
Proposed
155 units w/170 residents w/25 20 24 259
maX. Saff
Net Change -70 -66 -441
MUP 2306825 4 8 138
Net Change -66 -58 -303

Historic Preservation

Re-development of the project site would result in the demolition of the existing structure once used by
Sedttle's School Didrict as adminidrative offices. At the October 6, 2004 meeting of the City’'s
Landmarks Preservation Board, the Board voted to deny the nomination of the Structure as a City
landmark. A copy of that decison can be found with the Master Use Permiit file. No further mitigation
under SEPA authority iswarranted or necessary.

Other Impacts

Severa codes adopted by the City will appropriately mitigate other long-term adverse impacts created
by the proposd. Specificdly these are: Grading and Drainage Control Ordinance (storm water runoff
from additionad dte coverage by impervious surface); Puget Sound Air Pollution Control Agency
regulations (increased airborne emissions); and the Sesttle Energy Code (energy consumption in the
long term).

DECISION - SEPA

This decision was made after review ly the responsible officid on behdf of the lead agency of a
completed environmenta checklist and other information on file with the responsible department.  This
condtitutes the Threshold Determination and form. The intent of this declaration is to satify the
requirements of the State Environmentd Policy Act (RCW 43.21C), including the requirement to inform
the public of agency decisons pursuant to SEPA.
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[X]

[ ]

Determination of NonSignificance. This proposa has been determined to not have a sgnificant
adverse impact upon the environment. An EISis not required under RCW 43.21C.030 (2) ().

Determination of Significance. This proposa has or may have a Sgnificant adverse impact upon
the environment. An EISisrequired under RCW 43.21C.030 (2) (c).

CONDITIONS—DESIGN REVIEW

1

2.
3.

The proponent must retain the fenestration, architectural features and eements, and arrangement of
finish materials and colors presented to the Design Review Board on April 21, 2004.

The two (2) exising EIms on the eastern portion of the Site shall be retained and protected.
The exiting street trees shdl be retained and protected.

CONDITIONS—DESIGN REVIEW (non-appealable)

4.

Embed dl of the design review conditions above onto the cover sheet for the MUP permit and for
al subsequent permits including updated MUP Plans, and dl building permit drawings.

The Land Use Planner shdl verify compliance with al images and text on the MUP drawings, design
review meeting guiddlines and gpproved design features and dements (including exterior materids,
landscaping and ROW improvements).

Any proposed changes to the exterior of the building or the site must be submitted to DPD for
review and gpproval.

Any proposed changes to the improvements in the public right-of-way must be submitted to DPD
and SDOT for review and for find gpproval by SDOT.

Compliance with the aove conditions shall be verified and approved by Colin R. Vasquez, Land
Use Planner, 206-684-5639 or by Vincent T. Lyons, Architect & Design Review Manager, 206-
233-3823 at a Pre-condruction meeting. The purpose of the meeting will be to review the
gpproved Design Review Plans and to inform the contractor that any changes to the exterior of the
building must be reviewed and approved by the Land Use Ranner prior to proceeding with any
proposed changes.

Y ou must make an gppointment with the assgned Land Use Planner or Design Review Manager at
least three (3) working days in advance of scheduling a date for a Pre-congtruction mesting.

Prior to the find gpprova of abuilding permit, afied ingpection gppointment with the assigned Land
Use Planner shdl be made to ensure that compliance with the design review conditions have been
achieved. The Land Use Planner will determine whether revised plans are required to be submitted

following the ingpection.

Y ou must make an gppointment with the assigned Land Use Planner or Design Review Manager at
least three (3) working days in advance of scheduling a field ingpection appointment.

CONDITIONS —SEPA

Prior to the issuance of the Building Parmit
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6. The proponent will be required to submit a copy of the Puget Sound Clean Air Agency notice of
congruction. If asbestos is present on the site, PSCAA, the Department of Labor and Industry,
and EPA regulations will provide for the safe remova and disposa of asbestos.

During Congtruction

The following condition(s) to be enforced during congtruction shal be posted at the Ste in alocation on
the property line that is visble and accessble to the public and to congtruction personnel from the street
right-of-way. If more than one street abuts the dte, conditions shdl be posted a each dtreet. The
conditions will be affixed to placards prepared by DPD. The placards will be issued dong with the
building permit set of plans. The placards shdl be laminated with clear plagtic or other waterproofing
materid and shal remain posted on-site for the duration of the construction.

7. The proponent will be required to limit the hours of congruction activity not conducted entirely
within an enclosed structure to non-holiday weekdays between 7:30 am. and 6:00 p.m. and on
Saturdays between 9:00 am. and 6:00 p.m. (Work would not be permitted on the following
holidays. New Years Day, Martin Luther King X.’s Day, Presdents Day, Memorid Day,
Independence Day, Labor Day, Thanksgiving Day, Day following Thanksgiving Day and Chrismas
Day.)

8. Sidewaks dong the project ste(s) shal be kept open and safely passable throughout the
construction period; particular atention should be given to keeping a sidewak aong 4™ Avenue N
between Aloha Street and Valey Street right-of-way open and safely passable. A determination by
SDOT that closure of this sdewak is temporarily necessary, for structurd modification or other
purposes, shdl overrule this condition. Additiondly, the proponent shal submit a construction
phase transportation plan to address street and sdewalk closures, as well as truck routes and hours
of truck treffic for further mitigation of their identified impacts.

9. Condruction Parking.

= During condruction, eight vehicle spaces shdl be leased and made available to construction
personnd a the Sevi building, located 1 block west of the projects, at 812 5" Ave N.

= During condruction or until on gte parking for the two dtes is available, twenty vehicle spaces
shall be leased and made available to congtruction personnd at the Mercer Street Garage,
located 1 block south of the project, at 4" Ave N and Roy.

= Upon the completion of the concrete phase, the parking garages on-ste will provide in excess
of 110 parking sdls, which is grester than the maximum number of people that will be on-site at
any giventime. These parking stdls will be available to congtruction personnd and if by chance
parking demand exceeds this number, the proponent shal continue to lease the sdls at the Sevi,
aswell as additiona stalls at the Mercer Street Garage.

Sgnature __ (dgnaure onfile) Date: _ November 4, 2004
Colin R. Vasguez, Land Use Planner
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